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Differenzialventile

| S |
max. max.
Bestellnr. Typ Bezeichnung Gehause | Belriebs- - Durch- Code

druck fluss

bar I/min
230-0540-2065 VRCL/KD 38/TS.S/ac 3/8“-Einstellb. 50-220bar-Hutmutter Stahl 350 30 1245023102
230-0540-2070 | VRCL/KD 18MET/TS.S/ac M18x1,5-Einstellb. 50-220bar-Hutmutter Stahl 350 30 1245023401
230-0550-2080 VRCL/KD12/TS.S/ac 1/2*-Einstellb. 50-220bar-Hutmutter Stahl 350 50 1245033101
230-0550-2085 VRCL/KD12/TB.S/ac 1/2"-Einstellb. 5-80bar-Hutmutter Stahl 350 50 1245033103
230-0560-2090 VRCL/KD 34/TS.S/ac 3/4“-Einstellb. 50-220bar-Hutmutter Stahl 350 90 1245043100
230-0560-2095 VRCL/KD 34/TB.S/ac 3/4“-Einstellb. 5-80bar-Hutmutter Stahl 350 90 1245043101
230-0560-2100 VRCL/KD 34/TS.V/ac 3/4“-Einstellb. 50-220bar-Handrad Stahl 350 90 1245043103
230-0570-2105 VRCL/KD 100/TS.S/ac 1“-Einstellb. 50-220bar-Hutmutter Stahl 350 150 1245053100
230-0570-2110 VRCL/KD 100/TR.S/ac 1“-Einstellb. 180-350bar-Hutmutter Stahl 350 150 1245053101
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Regenerative valve

Dimensional drawing and hydraulic circuit
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\ Order code
VRCL/KD 38/100 .0/ ac
Pressure settings Adjustment
(See page 80)
TB} 5+80 bar (72.5:1150 psi) S (screw)

T8) 50+220 bar (725+3200 psi)
TR} 180+350 bar (2600+5100 psi)
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V (handknob)
W {copped adjustment)

230-0540
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Regenerative valve.

Dimensional drawing and hydraulic circuit
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Order code
VRCL/KD12/00 .0/ ac
—
Pressure settings Adjustment
(See page 80)
TB) 5:80 bar (72.5:1150 psi) S (screw)
TS) 50+220 bar (725:3200 psi) V (handknob})
TR) 180+350 bar (2600:5100 psi W (copped adjustment)
]
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Die Inhalte unserer Seiten wurden mit groter Sorgfalt erstellt. Fur die Richtigkeit, Vollstandigkeit und Aktualitat der Inhalte kénnen wir jedoch keine Gewéhr Gibernehmen.
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Regenerative valve.

Dimensional drawing and hydraulic circuit
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Order code
VRCL/KD 34/00 .0/ ac
1 ! il
Pressure seftings Adjustment
(See page 80)
TV) 5250 bar (72.5:725 psi} S (screw)
TS) 20220 bar (2903200 psi) V (handknob)
TR) 180+350 bar (260025100 psi) W (copped adjustment)
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Regenerative valve.

Dimensional drawing and hydraulic circuit
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Order code
VRCL/KD 100/ 00 .0/ ac
|
Pressure settings Adjustment
(See page 80)
TV) 5250 bar 72.5:725 psi) S (screw)
TS) 20+220 bar {290:3200 psi) V (handknob)
TR) 180+350 bar (2600:5100 psi) W (copped adjustment)
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